
P R O D U C T  D ATA S H E E T

Manufactured in Cairo, Egypt — Since 1936

T R AN S F E R  WH E E LC H AI R S  ( D E TAC H AB LE  AR M S )

Self-Propelled Wheelchair (Detachable
Armrests)
Combines easy side transfer with self-propulsion capabilities. 24-inch rear wheels.

120 kg

Max User Weight

15 kg

Chair Weight

Product Overview

Offers the independence of a standard wheelchair with the functionality of a transfer chair. The 24-inch rear wheels

allow the user to push themselves, while the detachable armrests facilitate easy side transfers from beds or car seats.

Ideal Applications

Independent Mobility Car Transfer Active Daily Use
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Self-Propelled Wheelchair (Detachable Armrests) P R O D U C T  D ATA S H E E T

Technical Specifications

Feature Detachable Armrests + Self Propulsion

Frame Steel Folding Frame

Max Load (Standard) 120 kg

Rear Wheels 24-inch Carbon Fiber, Solid (Handrims included)

Seat Width (Standard) 46 cm

External Width 65 cm

Net Weight (Standard) 15 kg

Upholstery Waterproof Medical Leatherette

Finish Electrostatic Powder Coating (Rust-Proof)

Braking System Rear Wheel Parking Brakes

Front Castors 8-inch Rubber

Warranty & After-Sales Support

This product is backed by a manufacturer's warranty of 6 to 12 months. Genuine spare parts, maintenance service,

and technical support are provided directly from our Cairo factory. Full tender documentation — datasheets and

certificates of origin — is available on request.

Every unit is quality-inspected at our Cairo facility before dispatch.

Contact & Ordering

Phone +20 109 835 5351

WhatsApp +20 109 835 5351

Alt. Phone +20 111 114 3969

Email info@aelmasry.com

Website www.aelmasry.com

Address 40 Roshdy Street – Abdeen, Downtown, Cairo, Egypt
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